() TERMATE DBES Range

TECHNICAL INFORMATION FOR DBBS RANGE BUSBAR SUPPORTS

You will find useful technical information below but, if you have any questions, please for support.

3 PHASE OR 3 PHASE + NEUTRAL

Termate Limited
Phone:+44 (0) 1159 784 652 | Email: sales@termate.com


https://termate.com/contact/

() TERMATE DBBS Range

» Material: Glass Reinforced Polyamide 6.6
e Conductor Temp: 140 °Ct
e Flammability: UL 94 V-0
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e Glow Wire: 960 °C

e Termate Icw Rating: 25 kA for 3 s @ 315 mm support spacing / 50 kA for 1 s @ 220 mm support spacing
» Equipment Voltage, Ue: 690 V AC, 690 V DC

e Insulation Voltage, Ui: 690 V AC, 690 V DC

* Impulse Voltage, Uimp: 6 kV

t In line With the limits set out in IEC 61439, insulating components in contact with conductors may be required to continuously operate at
an average of 140 °C (max. 145 °C).

This range of products meets the requirement, the material for them being assigned thermal class F established using methods similar to
IEC 60085

ALL 3 PARTS ARE INCLUDED IN THE PART NUMBER - YOU STACK THE PARTS TO SUIT YOUR APPLICATION

3D Model 3D Model 3D Model
Part Number (20 mm conductor) (25 mm conductor) (30 mm conductor) Number of Phases
DBBS-3P
DBBS-4P 4
ILLUSTRATIONS
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https://termate.com/wp-content/uploads/2022/12/DBBS-3P-20-PART.step
https://termate.com/wp-content/uploads/2022/12/DBBS-3P-25-PART.step
https://termate.com/wp-content/uploads/2022/12/DBBS-3P-30-PART.step
https://termate.com/wp-content/uploads/2022/12/DBBS-4P-20-PART.step
https://termate.com/wp-content/uploads/2022/12/DBBS-4P-25-PART.step
https://termate.com/wp-content/uploads/2022/12/DBBS-4P-30-PART.step
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KEY: COLOUR CODE FOR ILLUSTRATION ONLY, SUPPLIED PARTS ARE ALL BLACK
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MG x 40 top support fixing screws *
Spring washer to be fitted under head of top support fixing screws
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— #Conductor ME nut MG fixing screw*
llustration shows fixing instructions for 3 pole version, For 4 pole version *Recommended
use same fxing instructions with the middle fixing point left empty. sightening torque SNm
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DBBS-3P BUSBAR SUPPORT
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20 x 10 mm #conductor
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25 x 10 mm #conductor
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30 x 10 mm #conductor

—

20 x 5 mm #conductor

25 x 5 mm #conductor

DBBS Range
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DBBS-4P BUSBAR SUPPORT
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INSTALLATICN NEASJFEMENTS 25 x 5 mm #conductor
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Termate is committed to the highest standard of customer focus and we have made every effort to maintain the accuracy and
completeness of the information provided in this data.

Where improvements to our products affect their installation and usage we endeavour to contact any customers who may be affected.

Warranty as stated in our is void if any modification is made to the warranted product.

Termate Limited
Phone:+44 (0) 1159 784 652 | Email: sales@termate.com
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