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TECHNICAL INFORMATION FOR GRUB SCREW PACK

You will find useful technical information below but, if you have any questions, please contact our technical team for support.

PROPERTIES

Property Value
Material 45H high-grade carbon steel (zinc plated)

Locking Patch Nylon 11 *
Tip / End Cup point or flat point

Specification ISO 4029:2013 or ISO 4026:2003
Thread ISO Metric Coarse – ISO 262 and BS 3643-2 – Table 1

* Due to the size of the M5 grub screw, we do not apply a locking patch. Should thread locking be required, we recommend the use of
Loctite 242 Threadlocker Blue or equivalent.

https://termate.com/contact/
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PROJECTION LENGTH

Part Number Thread Size Stud Length (mm) Hex Socket Size
(mm)

Recommended Insertion Torque – Male
Stud (N·m) Box Qty.

M05-20SLP M5 20 2.5 4 200
M06-30SLP M6 30 3 10 60
M08-40SLP M8 40 4 15 60
M10-45SLP M10 45 5 25 20
M10-50SLP M10 50 5 25 20
M12-55SLP M12 55 6 45 20
M16-70SLP M16 70 8 60 20

To calculate the projection of the stud from, for example, a Termate barrel insulator, you can use the formula:

Stud Length – Thread Depth ± 2mm tolerance

The thread depth [D] can be found within the standoff insulator’s technical data, and the ± 2mm refers to the expected tolerances of the
set screw, and of the insulator’s thread.

As an example, for the AM4-040-08 with the M08-40SLP headless screw:
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M08-40SLP Stud Length – AM4-040-08 Thread Depth ± 2mm tolerance
= 40 mm – 11 mm ± 2mm tolerance
= 29 mm ± 2mm tolerance

TIGHTENING TORQUE

Having inserted the stud into the standoff insulator, the tightening torque of the final product should not exceed the maximum tightening
torque of the standoff insulator, which is detailed on the standoff insulator product page.

Termate is committed to the highest standard of customer focus and we have made every effort to maintain the accuracy and
completeness of the information provided in this data.

Where improvements to our products affect their installation and usage we endeavour to contact any customers who may be affected.

Warranty as stated in our Terms and Conditions of Trading is void if any modification is made to the warranted product.

https://termate.com/about/policies/

