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TECHNICAL INFORMATION FOR PILLAR INSULATORS

You will find useful technical information below but, if you have any questions, please contact our technical team for support.

PROPERTIES & CHARACTERISTICS

PROPERTIES

Property Value

Material Zero halogen and phosphorus-free polyamide 6 (PA6) with low
smoke emissions and flame retardant

Female Insert Material Brass
Male Insert Material Mild steel, zinc plated & passivated

Operating Temperature −20 °C to +130 °C
Flammability V-0, to IEC 60695-11-10

Product Number to EN 45545-2:2020 EL10
Oxygen Index 32%

Glow Wire 960 °C

https://termate.com/contact/
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CHARACTERISTICS

Property Value
Equipment Voltage (Ue) 1000 V AC, 1500 V DC
Insulation Voltage (Ui) 1000 V AC, 1500 V DC
Impulse Voltage (Uimp) 12 kV

FEMALE / FEMALE PILLAR INSULATORS
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Part Number 3D Model Height
[H] (mm)

Width AF
[W] (mm)

Width AC
[X] (mm)

Thread Size*
[M]

Thread Depth
[D] (mm)

Maximum
Tightening Torque

(N·m)
Box Qty.

3M420F 3M420F STEP file 20 12 14 M4 5 2 200
3M520F 3M520F STEP file 20 12 14 M5 5 4 200
3M425F 3M425F STEP file 25 12 14 M4 5 2 200
3M525F 3M525F STEP file 25 12 14 M5 5 4 200
3M430F 3M430F STEP file 30 12 14 M4 5 2 200
3M530F 3M530F STEP file 30 12 14 M5 5 4 200
3M540F 3M540F STEP file 40 12 14 M5 5 4 100
3M550F 3M550F STEP file 50 12 14 M5 5 4 100
3M560F 3M560F STEP file 60 12 14 M5 5 4 100

* Fixing details: Hole diameter = Standoff thread size [M]+1 mm. e.g. M6 Thread = 7 mm hole diameter.

Our Insulators have ISO M inserts with coarse threaded inserts in accordance with BS 3643-2 – Table 1 and ISO 262

MALE / FEMALE PILLAR INSULATORS

https://termate.com/wp-content/uploads/2023/01/3M420F.step
https://termate.com/wp-content/uploads/2023/01/3M520F.step
https://termate.com/wp-content/uploads/2023/01/3M425F.step
https://termate.com/wp-content/uploads/2023/01/3M525F.step
https://termate.com/wp-content/uploads/2023/01/3M430F.step
https://termate.com/wp-content/uploads/2023/01/3M530F.step
https://termate.com/wp-content/uploads/2023/01/3M540F.step
https://termate.com/wp-content/uploads/2023/01/3M550F.step
https://termate.com/wp-content/uploads/2023/01/3M560F.step
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Part Number 3D Model Height
[H] (mm)

Width AF
[W] (mm)

Width AC
[X] (mm)

Thread
Size*
[M]

Thread
Depth

[D] (mm)
Length

[L] (mm)

Maximum
Tightening

Torque
(N·m)

Box Qty.

3M415H 3M415H STEP file 15 12 14 M4 5 16 2 200
3M515H 3M515H STEP file 15 12 14 M5 5 14 4 200
3M420H 3M420H STEP file 20 12 14 M4 5 16 2 200
3M520H 3M520H STEP file 20 12 14 M5 5 14 4 200
3M525H 3M525H STEP file 25 12 14 M5 5 14 4 200
3M430H 3M430H STEP file 30 12 14 M4 5 16 2 200

https://termate.com/wp-content/uploads/2023/01/3M415H.step
https://termate.com/wp-content/uploads/2023/01/3M515H.step
https://termate.com/wp-content/uploads/2023/01/3M420H.step
https://termate.com/wp-content/uploads/2023/01/3M520H.step
https://termate.com/wp-content/uploads/2023/01/3M525H.step
https://termate.com/wp-content/uploads/2023/01/3M430H.step
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Part Number 3D Model Height
[H] (mm)

Width AF
[W] (mm)

Width AC
[X] (mm)

Thread
Size*
[M]

Thread
Depth

[D] (mm)
Length

[L] (mm)

Maximum
Tightening

Torque
(N·m)

Box Qty.

3M530H 3M530H STEP file 30 12 14 M5 5 14 4 200
3M540H 3M540H STEP file 40 12 14 M5 5 14 4 100
3M550H 3M550H STEP file 50 12 14 M5 5 14 4 100
3M560H 3M560H STEP file 60 12 14 M5 5 14 4 100

* Fixing details: Hole diameter = Standoff thread size [M]+1 mm. e.g. M6 Thread = 7 mm hole diameter.

Our Insulators have ISO M inserts with coarse threaded inserts in accordance with BS 3643-2 – Table 1 and ISO 262

MALE / MALE PILLAR INSULATORS

https://termate.com/wp-content/uploads/2023/01/3M530H.step
https://termate.com/wp-content/uploads/2023/01/3M540H.step
https://termate.com/wp-content/uploads/2023/01/3M550H.step
https://termate.com/wp-content/uploads/2023/01/3M560H.step
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Part Number 3D Model Height
[H] (mm)

Width AF
[W] (mm)

Width AC
[X] (mm)

Thread Size*
[M]

Length
[L] (mm)

Maximum
Tightening Torque

(N·m)
Box Qty.

3M415M 3M415M STEP file 15 12 14 M4 16 2 200
3M515M 3M515M STEP file 15 12 14 M5 14 4 200
3M420M 3M420M STEP file 20 12 14 M4 16 2 200
3M520M 3M520M STEP file 20 12 14 M5 14 4 200
3M525M 3M525M STEP file 25 12 14 M5 14 4 200
3M430M 3M430M STEP file 30 12 14 M4 16 2 200

https://termate.com/wp-content/uploads/2023/01/3M415M.step
https://termate.com/wp-content/uploads/2023/01/3M515M.step
https://termate.com/wp-content/uploads/2023/01/3M420M.step
https://termate.com/wp-content/uploads/2023/01/3M520M.step
https://termate.com/wp-content/uploads/2023/01/3M525M.step
https://termate.com/wp-content/uploads/2023/01/3M430M.step
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Part Number 3D Model Height
[H] (mm)

Width AF
[W] (mm)

Width AC
[X] (mm)

Thread Size*
[M]

Length
[L] (mm)

Maximum
Tightening Torque

(N·m)
Box Qty.

3M530M 3M530M STEP file 30 12 14 M5 14 4 200
3M540M 3M540M STEP file 40 12 14 M5 14 4 100

* Fixing details: Hole diameter = Standoff thread size [M]+1 mm. e.g. M6 Thread = 7 mm hole diameter.

Our Insulators have ISO M inserts with coarse threaded inserts in accordance with BS 3643-2 – Table 1 and ISO 262

Termate is committed to the highest standard of customer focus and we have made every effort to maintain the accuracy and
completeness of the information provided in this data.

Where improvements to our products affect their installation and usage we endeavour to contact any customers who may be affected.

Warranty as stated in our Terms and Conditions of Trading is void if any modification is made to the warranted product.

https://termate.com/wp-content/uploads/2023/01/3M530M.step
https://termate.com/wp-content/uploads/2023/01/3M540M.step
https://termate.com/about/policies/

